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Abstract We report on coherent spatiotemporal imaging of
single-cycle THz waves in frustrated total internal reflection
geometry. Our technique yields images of the spatiotem-
poral electric field distribution before and after tunneling
through an air gap in between two LiNbO3 crystals. Mea-
surements of the reflected and the transmitted THz wave-
forms for different tunnel distances allow for a direct com-
parison with results from a causal linear dispersion theory
and excellent agreement is found.
1 Introduction
Tunneling is an omnipresent phenomenon in quantum
physics [1] and describes, for example, a particle passing
through a potential barrier, a process which cannot be ex-
plained by classical means [2]. Tunneling is also known
in classical optics, most prominently in frustrated total in-
ternal reflection [3] but also in several other cases, such as
propagation through photonic bandgap structures or through
waveguides below the cutoff frequency [4]. Frustrated total
internal reflection was first considered by Hall [5] and was
further investigated in the infrared regime [6] as well as in
the optical regime [7]. In the past, tunneling was often linked
to super-luminal wave propagation [8–10] and it was un-
clear whether causality is violated [11] which would have far
reaching consequences. In all cases, however, super-luminal
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wave propagation was unmasked to be apparent only; essen-
tial for a correct analysis is to consider at least two spatial di-
mensions [12–14]. When electromagnetic pulses rather than
plane waves impinge on an interface separating two different
dielectric media, one has to distinguish between phase and
group velocity and to bear in mind that light pulses are sub-
ject to strong reshaping as they pass through the tunneling
barrier. Such a situation is investigated best with techniques
that allow for coherent field measurements, so that access
to the amplitude and phase of the field after tunneling is
granted. These techniques are readily available in the mi-
crowave and the THz spectral regions. Several experiments
in the microwave region report on accurate amplitude and
phase measurements of the transmitted signal, for exam-
ple after tunneling through a waveguide [15]. Mugnai and
coworkers derived a detailed analytic model for tunneling
through a barrier, compared it to microwave experiments
and found good agreement [16]. With the advancements in
coherent THz pulse generation and detection it became pos-
sible to investigate the tunneling process at higher frequen-
cies. Wynne and coworkers and also Reiten and coworkers
have analyzed tunneling of pulsed THz radiation in frus-
trated total internal reflection and in waveguides [17–19].
The latter group has shown that earlier claims on non-causal
light propagation relied on improper assignment of a ray
path through the tunnel barrier and that a proper description
based on linear dispersion theory can be formulated which
obeys causality.
Here, we investigate tunneling of THz single-cycle waves
through a potential barrier. Phonon–polaritons are generated
through optical rectification of a short visible laser pulse in a
suitable nonlinear crystal [20–22], such as LiNbO3, and are
admixtures of electromagnetic radiation and lattice phonons.
They propagate through the material at almost light-like ve-
locities and may be detected at any given time after excita-
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tion by a second time-delayed visible probe pulse [23, 24].
The frequency as well as the wave vector spectrum of the
THz waves are dominated by the spatial properties of the
driving laser, offering the possibility to tailor both within
some limits. Specifically, by focusing the driving laser to a
narrow line at the nonlinear crystal, an almost plane single-
cycle wavepacket with an angular spread of less than half a
degree is generated. Thus, tunneling of single-cycle pulses
can be imaged and investigated under well-controlled condi-
tions. Moreover, our detection scheme is unique in the sense
that it allows for a very precise spatial and temporal mea-
surement of the THz electric field distribution before and
after tunneling. Thus, it is possible to separate effects due to
tunneling from those due to propagation in the bulk crystals.
We compare our measurements with analytic results follow-
ing the analysis outlined in reference [16]. Our results cor-
roborate the findings in [17]; however, the analysis is some-
what easier since we visualize the THz wave before and after
tunneling through the barrier. Specifically, the effects due to
propagation and tunneling can be separated.
2 Theoretical considerations
In the following sections we outline the fundamentals to
fully describe tunneling of THz waves, which includes
phonon–polariton generation, tunneling itself, and phonon–
polariton detection.
2.1 Generation of THz phonon–polaritons
When an intense laser pulse E(r,ω) passes through a
LiNbO3 crystal it creates a nonlinear polarization which
may act as a source term for a THz field E(r,ω) [20, 21]
∇2E(r,ω) + ω
2
c2
(ω)E(r,ω)
= −ω
2
c2
χ(2)E(r,ω) ⊗ω E∗(r,ω), (1)
where c is the speed of light in vacuum, χ(2) the effec-
tive second order nonlinearity, which includes electronic and
ionic contributions, and ⊗ω the convolution with respect to
frequency. In the low-frequency limit, i.e. (ω) ≈ (0), the
above equation is easily Fourier transformed to give
∇2E(r, t) − (0)
c2
∂2E(r, t)
∂t2
= 1
c2
χ(2)
∂2
∂t2
|E(r, t)|2. (2)
This differential equation is formally solved by the Green
function method provided that the excitation field is known.
In all experiments following, the excitation source is a
y-polarized laser pulse with a wave vector kpump‖x which is
focused to a line parallel to the y-axis as shown in Fig. 1(a).
Fig. 1 (a) The laser pulse is focused to a line, propagates in the up-
ward direction, and generates two nearly plane THz wavelets propa-
gating almost perpendicular to the direction of the laser pulse. (b) The
THz response generated at the front surface has traveled some distance
before the excitation pulse reaches the back of the sample. If the THz
source moves faster than the phase velocity of the THz radiation gen-
erated, the THz field can be thought of Cherenkov-type radiation
The optic axis of the LiNbO3 crystal is parallel to the
y-axis and so is the THz electric field vector. If we assume
that the excitation field is an infinitely tall line source which
moves parallel to the x-axis without changing its shape, the
2D Green function in the x–z plane is [21]
G2D(x, z, t) = 2π
0 tan θC
H
(
vgrt − x − |z| tan θC
)
, (3)
where H is the Heaviside step function, vgr the group veloc-
ity of the driving laser pulse, tan θC =
√
(nvgr/c)2 − 1, and
n = √(0) the index of refraction of LiNbO3 at THz fre-
quencies. If we further assume that the excitation field has a
Gaussian spatial profile of width w0 in the z-dimension and
a Gaussian temporal profile of duration τ , the 2D solution is
an almost plane single-cycle wavelet given by
Ey(x, z, t) ∝ ∂
∂x
∫
dz′ e−2z′
2
/w20
× exp
[
− (x − vgrt + |z − z
′| tan θC)2
v2grτ
2
]
. (4)
A solution to (4) is shown in Fig. 1(b). The laser pulse
propagates in the upward direction and has traveled about
400 µm into the crystal. The THz response generated near
the front surface has traveled some measurable distance be-
fore the excitation pulse reaches the back of the sample and
generates a THz field there. Because the radiation source
moves faster than the phase velocity of the radiation gen-
erated, the THz field can be thought of Cherenkov-type ra-
diation as indicated in Fig. 1(b) [20–22]. For LiNbO3 the
Cherenkov angle θC is 64 degrees. Frequently, we use the
term tilt angle of the THz wavefront, which is given by
θT = 90 − θC. Figure 1(b) also shows that the temporal pro-
file of the THz wavelet is that of a single-cycle pulse with a
central carrier frequency in the THz range and pulse dura-
tion on the order of a few ps. The pulse duration is roughly
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determined by the spatial derivative of the driving laser’s
transverse spatial profile with respect to z, and the carrier
frequency may be estimated to fc ≈ cπnw0 [25]. That is, by
changing the pump beam waist w0, the central carrier fre-
quency and the bandwidth of the THz pulse can be varied.
In the low-frequency range, where our experiments are per-
formed, most of the THz phonon–polariton energy is in the
radiation field.
2.2 Tunneling of THz phonon–polaritons
Once the THz phonon–polariton encounters a crystal–air
interface, the angle of incidence determines whether it is
partially transmitted and reflected or whether it undergoes
total internal reflection. For LiNbO3 the critical angle is
only θTIR = 11.28 degrees, that is, the THz waves shown
in Fig. 1(b) are totally reflected at the back surface as well
as at the side surfaces of the crystal. The angle of incidence
at the side surfaces coincides with the tilt angle θT. When
a second crystal is placed to the right of the first crystal,
with the air gap separating the two crystals on the order of
a wavelength, tunneling occurs, as shown in Fig. 2(a). Part
of the THz wave is reflected and the rest tunnels through the
gap.
Tunneling through the air gap is best described by de-
composing the incident wavepacket into a superposition of
plane waves and by applying the appropriate linear trans-
fer function to every plane wave before reconstructing the
wavepacket in the second crystal. In order to derive the lin-
ear transfer function we consider the geometry depicted in
Fig. 2(b). The two crystals, which are separated by an air gap
of width d , define three different regions of interest. Each
THz plane wave component travels from the left to the right
with a wave vector k and impinges on the first crystal–air in-
terface at an angle of incidence θ . The total field to the left of
the air gap consists of an incident plane wave Eiy(x, z, t) and
a reflected plane wave Ery(x, z, t). In the air gap the field is
composed of two exponentially decaying waves E+y (x, z, t)
and E−y (x, z, t). To the right of the air gap there is only the
transmitted plane wave Ety(x, z, t). This Ansatz very closely
follows reference [16] for TE polarization, that is, the elec-
tric field has a y component only, whereas the magnetic field
has an x and a z component. We write the electric fields in
the different regions as
Eiy(x, z, t) = E0 exp
[−iωt + ik0n(αx + γ z)
]
, (5)
Ery(x, z, t) = ρE0 exp
[−iωt + ik0n(αx − γ z)
]
, (6)
E+y (x, z, t) = pE0 exp
[−iωt + ik0(nαx + iΓ z)
]
, (7)
E−y (x, z, t) = mE0 exp
[−iωt + ik0(nαx − iΓ z)
]
, (8)
Ety(x, z, t) = τE0 exp
[−iωt + ik0n
(
αx + γ (z − d))], (9)
with k0 = ω/c, Γ =
√
n2 − 1 − n2γ 2 > 0, γ = cos θ , and
α = sin θ . From the electric field we can derive the magnetic
field through Maxwell’s equations and with the continuity of
the tangential field components a system of four equations
results, defining the reflection and transmission coefficients
1 + ρ = p + m, (10)
τ = p exp(−k0Γ d) + m exp(k0Γ d), (11)
inγ (1 − ρ) = −Γ (p − m), (12)
inγ τ = −Γ [p exp(−k0Γ d) − m exp(k0Γ d)
]
. (13)
Throughout the remainder of this publication the empha-
sis is on the transmitted part of the wavelet. Thus, the only
coefficient of interest is the transmission coefficient τ which
is found to be
τ = i 4nγΓ
n2γ 2 + Γ 2
1
exp(k0Γ d + 2iφ) − exp(−k0Γ d − 2iφ) ,
(14)
with φ = arctan(Γ d/c). Given the transmission coefficient
for each plane wave constituting the THz wavelet, the trans-
mitted wavelet after tunneling through the air gap is
Ety(x, z, t) ∝
∫ ∞
−∞
dωτ(ω)E0(ω)
× exp[−iωt + ik0n
(
αx + γ (z − d))], (15)
Fig. 2 (a) Electric field
distribution of the THz
waveform some time after the
excitation pulse has passed
through the left crystal. The
probe pulse illuminates part of
the left and most of the right
crystal. (b) Detailed sketch
indicating the three different
regions of interest and the
electric fields therein together
with their wave vectors
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with E0(ω) being the amplitude in the frequency domain of
the incident wavepacket. From the transmission coefficient
we derive the traversal time for the phase of each plane wave
traveling the distance γ d as
tph = arg(τ )
ω
= 1
ω
arctan
[
n2γ 2 − Γ 2
2nγΓ
tanh(k0Γ d)
]
. (16)
For a wavepacket consisting of plane waves with differ-
ent frequencies but having the same direction of propaga-
tion, the group delay is
tgr = ∂ arg(τ )
∂ω
= 2nγΓ (n
2γ 2 − Γ 2) Γ d/c
(2nγΓ )2 cosh2(k0Γ d) + (n2γ 2 − Γ 2)2 sinh(k0Γ d)
.
(17)
2.3 Detection of phonon–polaritons
The propagating THz phonon–polaritons locally change the
material’s index of refraction through the electro-optic ef-
fect. That is, a probe pulse illuminating the second crystal
some time after the pump has passed through will experi-
ence a locally varying phase modulation which is propor-
tional to the electric field of the THz wavelet. When pump
and probe pulse have the same wavelength, then the probe
pulse ‘surfs’ on the THz wave [20] and the phase modula-
tion is independent of x. If the probe pulse is also polarized
along the y direction, its spectral components will be mod-
ulated according to
Ey(D,y, z,ω,t) = Ey(0, y, z,ω)e−ik(y,z,ω,t)D (18)
where t is the time delay between pump and probe pulse
and D is the thickness of the crystal. We have
k(y, z,ω,t) = ω
c
[
ne − n
3
e
2
r33Ey(x = 0, y, z,t)
]
. (19)
Note that for our excitation geometry the THz wave
Ey(x = 0, y, z,t) has no y dependence, in other words,
the phase modulation is a function of z and t only. As-
suming ω ≈ ω0 with the probe pulse carrier frequency ω0
and frequency independent indices of refraction, and further
assuming an initially uniform transverse probe beam profile,
one finds after Fourier transformation to the time domain
Ey(D, z, t,t) = Ey(t)e−ik(z,t)D, (20)
with
k(z,t) = ω0
c
[
ne − n
3
e
2
r33Ey(z,t)
]
. (21)
The phase modulation of the probe pulse integrated
through the crystal thickness φD = k(z,t)D can be mea-
sured through interferometry. Here, we use a Sagnac in-
terferometer where the reference beam passes through the
crystal before a THz wavelet is generated and experiences a
constant phase modulation φ0 = ω0neD/c. Thus, the inter-
ference pattern measured by a CCD camera is given by
I (z,t) ∝
∞∫
−∞
dt
∣∣Ey(t)
∣∣2
× ∣∣exp[−iφD(z,t)
] + exp[−iφ0 − iξ(z)
]∣∣2
∝ 1 + cos[φD(z,t) − φ0 − ξ(z)
]
, (22)
where we allow for an additional phase shift ξ(z) of the
reference pulse. Ideally, one chooses a constant phase shift
of a quarter wavelength, i.e. ξ(z) = π/2, in which case the
measured intensity is proportional to the THz electric field
Ey(z,t) (assuming φD(z,t) − φ0  1). Alternatively,
the reference pulse may be tilted, i.e. ξ(z) = ξ0z, with ξ0
determining the tilt angle, and some Fourier processing is
required to extract the THz electric field. Since the interfer-
ence pattern is uniform along the y-axis we can integrate
the measured CCD images along the y-axis and thereby im-
prove the signal-to-noise ratio. Throughout the remainder of
this publication we will present such 1D display of the THz
electric fields, i.e. Ey(z,t).
3 Experimental
The intense laser pulses originate from a kHz Ti:sapphire
multi-pass amplifier and have a pulse duration of approx-
imately 100 fs. Part of the laser output is focused with a
cylindrical lens to a line on the first LiNbO3 crystal and gen-
erates the two counter-propagating THz wavelets. A smaller,
time-delayed part of the laser pulses is directed to a Sagnac
interferometer; the time delay t is adjusted through a mo-
torized delay stage. The LiNbO3 crystal is located close to
the beam splitter of the Sagnac interferometer and is im-
aged onto a CCD camera. Due to this asymmetry, the ref-
erence pulse passes through the crystal about 1 ns before
the probe pulse. Details about the detection setup can be
found in reference [24]. In order to investigate the transmit-
ted field as a function of the tunneling distance, we have
variably displaced the crystal to the left together with the
pump beam (see Fig. 2). The position of the right crystal
and the alignment of the probe path were not changed, and
the time delay between pump and probe was the same for all
measurements. By moving the pump beam together with the
left crystal, we ensure that the THz wave always travels the
same distance within the crystalline material, irrespective of
the air gap width, and we avoid any waveform reshaping due
to THz dispersion in the crystal.
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Fig. 3 Space-time gray scale images showing the incident and the re-
flected THz pulses to the left of the air gap and the transmitted THz
pulse to the right of the air gap. The gray scale is proportional to the
electric field amplitude. (a) Experimental and (b) theoretical results
4 Results and discussion
Figure 4(a) shows a space-time plot of the THz wave tun-
neling through a 100 µm wide air gap. The gray scale im-
age is comprised of a series of measurements of the spatial
THz field distribution at different pump–probe time delays
Ey(z,t) which have been stacked on top of each other so
that time runs along the vertical axis. The gray scale is pro-
portional to the THz electric field amplitude.
The incident single-cycle THz wave starts at the far left
side of the crystal on the left and propagates rightward to-
ward the air gap as time progresses. Its most prominent fea-
tures in Fig. 3(a), i.e. maximum, minimum or zero cross-
ing, fall along a straight line with a slope that is determined
by the inverse of the phase velocity in LiNbO3. Part of the
THz wave is reflected at the first crystal–air interface and
propagates in the opposite direction. The remaining part
of the THz wave tunnels through the air gap and appears
in the second crystal on the right where it propagates far-
ther rightward. The origin has been arbitrarily shifted to the
left side of the air gap and to the time when the incident
THz pulse arrives at this point. The area around the air gap
could not be imaged because of probe light being scattered
at the crystals edges. Nevertheless, the agreement between
experimental results and the calculations is excellent and
a few interesting details can be inferred from Fig. 3. First,
a comparison between a horizontal lineout of the incident
and the reflected THz wave shows that the reflected THz
wave acquires a phase shift of π/2 upon total internal re-
flection (single-cycle shaped becomes Mexican-hat shaped).
Fig. 4 Experimental (a) and calculated (b) time domain THz wave-
forms as a function of position and air gap width. The gray scale indi-
cates the electric field strength
Second, the offset between the light lines of the incident and
the transmitted THz waves implies that the pulses bridge the
air gap with a group velocity that is faster than the group
velocity in LiNbO3. In order to determine the exact speed
we have examined the transmitted waveform after tunnel-
ing through the air gap in more detail. Figure 4(a) shows a
series of those waveforms Ey(z,t) for increasing air gap
width, which are stacked on top of each other resulting in a
2D intensity plot with the gray scale being proportional to
the electric field amplitude. The air gap and the first crystal
are to the left of the image and distances are measured with
respect to the edge of the detection crystal.
Comparing the experimental results in Fig. 4(a) to the
calculations in Fig. 4(b), which are based on (15), shows ex-
cellent agreement. The input THz field E0(ω) in (15) was
approximated by a suitable analytic expression based on the
experimentally measured temporal profile E0(t). A reason-
able choice is E0(t) ∝ t exp(−t2/σ 2t ) and with the pulse du-
ration σt obtained from a fit to the incident waveform. As the
air gap width increases, the THz waveform decays rapidly in
amplitude and broadens considerably in time. In addition to
the reshaping, the THz waveform is displaced towards neg-
ative distances which is a result of the tunneling geometry
and will be discussed in more detail in the following. The
exponential decay is best analyzed by Fourier transforming
the time domain signals to the frequency domain as shown
in Fig. 5(a).
We first extract the wave vector spectrum through a
Fourier transformation of Ey(z,t) with respect to z.
Thereafter, we use the dispersion relation of LiNbO3 to con-
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Fig. 5 Logarithmic plot of (a) the measured and (b) the calculated
spectral amplitude as a function of air gap width. The gray scale is
proportional to the logarithm of the spectral amplitude
Fig. 6 Measured THz waveforms as a function of position and air gap
width. For each air gap width the electric field amplitudes were nor-
malized. The symbols indicate the positions of the minima (white tri-
angles), the zero crossings (red ticks), and the maxima (black circles).
The solid lines result from the analytic expressions given above and the
dashed line indicates the light line
vert the wave vector axis to a frequency axis. Given the good
agreement between the experimental results and the calcu-
lations of the THz waveforms in Fig. 4, it is not surprising
that the measured and the calculated spectral amplitudes co-
incide very well. The low-pass characteristics of the trans-
fer function describing the tunneling process can be readily
seen. With increasing air gap width, more and more high-
frequency components disappear and the carrier frequency
effectively shifts to lower values. In order to better visualize
the reshaping process, the data presented Fig. 4 are normal-
ized so that all THz waveforms have the same amplitude.
The resulting field distribution is shown in Fig. 6.
The white triangles mark the positions of the minima, the
red ticks the positions of the zero crossings, and the black
circles the positions of the maxima. The solid lines are de-
rived from (16), and the agreement with the measured data
is very good. Deviations appear at large tunneling distances,
but here the signal is close to the noise floor and determina-
tion of the minima, maxima et cetera becomes increasingly
difficult. As pointed out in reference [17] it is not possi-
ble to calculate the group velocity because the path through
the tunnel barrier is unknown when decomposing the THz
wavepacket into a superposition of plane waves. Given the
small angular spread of the THz wavepacket in the present
experiments we may neglect the spatial wave vector distri-
bution and assume a purely temporal wavepacket, that is,
a wavepacket composed of plane waves with different fre-
quencies but with the same wave vector. In this case we find
the phase and the group delay for a wavepacket traveling
the distance γ d through the tunnel barrier given by (16)
and (17). In addition to the phase delay we can determine
the time delays for the minima and maxima of the THz
wavepacket as shown in Fig. 4. The dashed line indicates
the position of the zero crossing if it would tunnel the same
distance through the air gap with the speed of light in vac-
uum. Upon comparison we find that only the position of the
maxima seems to propagate with a super-luminal velocity,
however, this is due to the low-pass characteristic of the tun-
neling process rather than a super-luminal velocity.
5 Conclusion
We have visualized amplitude and phase modulations in tun-
neling of single-cycle THz waves through spatiotemporal
imaging of the electric field distribution before and after tun-
neling which allows us to disentangle effects due to tunnel-
ing from those due to propagation in the bulk crystals. The
THz wavepackets undergo strong reshaping because of the
low-pass characteristic of the tunneling process. All experi-
mental observations can be fully understood on the basis of
a causal linear dispersion theory.
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